
auAuTvCARE THROUGH INNOVATION 

Superior dissection with reliable vessel sealing 

capability to minimize collateral damage. 
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' HP1 HAND PIECE 
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The hand pieces convert electronic energy 

into mechanical movement through the inverse 

piezoelectric effect to power the scalpels. 

Superb quality piezoelectric components 

ensures optimal energy conversion and stability. 

The chip in the Hand Piece that stores usage tracking 

and communicates with the SG 100 generator 

to achieve superior efficient energy conversion. 

' , 
'---------------------------------------------------------------------------------

ULTRASONIC SCALPEL 

Ultrasonic surgical scalpel is intended for use for dissection, cutting, grasping, 

coagulation du ring open and endoscopic procedures.The unique blade structure 

design for enhanced precise dissection and coagulation. 

The device consists of an ergonomic grip housing with minimum and maximum 

energy setting button, and the shafts can be rotated continuously to facilitate 

visualization and access to targeted tissue. 

$harp curved blade provides improved visibility during surgeries Superb 

quality material of blade and forceful jaw design ensures enhanced 

performance and durability in complex procedures. 
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Produet Description Shaft Length 

SG 100 

SE 14 

SE 23 

SE 36 

HP1 

MKF21S/1S· 

MEDGP212 

Ultrasonic Surgical System-Generator 

Ultrasonlc Surgical System-Scalpel 14cm 

Ultrasonic Surgical System-Scalpel 23cm 

Ultrasonic Surgical System•Scalpel 36cm 

Ultrasonic Surgical System-Hand Piece 

Ultrasonic Surgical System.foot Switch
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